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Thermo-Lag 3000 Finish Levels
This guide should only be used to determine the level of finish for a particular application. The level of finish 
should be clearly defined in the specification and agreed upon by all parties involved prior to starting any 
installation. A representative sample should always be produced as a quality standard for the project. 

Standard Finish 
(Spray Applied and Minimal Back Rolling)

Commercial Finish 
(Spray Applied and Back Rolled)

Definition
Standard sprayed finish applied to specified DFT 
requirements with surface irregularities. Surface has a 
textured appearance.  

Procedures
Spray application with airless equipment. Surface is left 
as sprayed with hand tooling or back rolling on edges 
only.

Suggested Use
Areas where surface appearance is not of primary 
concern or not visible such as, mechanical rooms, 
parking garages, and light industrial applications.

Definition
Sprayed and back rolled finish applied to specified 
DFT requirements with some surface irregularities. 
Uniform, light texture with minimal surface defects.

Procedures
Spray application with airless equipment. Surface is 
then back rolled to smooth high points and surface 
defects. Back rolling/hand tooling are required on 
flanges and angles. Material must be applied in a 
consistent manner with lighter coats. This will maintain 
the best possible finish prior to any secondary surface 
finishing.

Suggested Use
Visible areas where a uniform texture and an upgrade 
from a Level 1 Finish is desired.  
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Thermo-Lag 3000 is used on many projects where surface finish and aesthetics are important factors. When 
applying epoxy intumescent materials there are a range of finish levels that may be achieved dependent 
upon requirements and the aesthetic specification of the project. This guide provides architects options to 
determine the level of aesthetics for a project and what is required to achieve them.

Application Considerations: It is important to understand that application time and labor required will increase with higher finishing levels. 
When applying Thermo-Lag 3000, follow all project specifications and application guidelines outlined in the Thermo-Lag 3000 Application 
Manual (latest edition). These recommendations should be used to determine the aesthetics for a given project. Carboline is not responsible 
for determining what finish is acceptable.

The level of finish achieved will depend on:
 » Experience of the applicator
 » Ambient conditions

 » Application method and equipment
 » Access to steel

 » Size and configuration of steel structure    

Architectural Finish 
(Spray Applied, Back Rolled and Sanded)

High Quality Architectural Finish 
(Spray Applied, Back Rolled and Sanded Smooth)

Definition
Spray applied to specified DFT requirements, back 
rolled and sanded. Some slight texture visible. Uniform 
appearance with minimal surface defects.

Procedures
Spray application with airless equipment. Surface is 
then back rolled to smooth high points and surface 
defects. Back rolling and hand tooling are required. 
Surface is then sanded to minimize texture. Material 
must be applied in a consistent manner with lighter 
coats. This will maintain the best possible finish prior to 
any secondary surface finishing.

Suggested Use
Areas with high visibility where high quality finish is 
desired.

Definition
Spray applied to specified DFT requirements, back 
rolled and sanded. No texture visible. Uniform smooth 
appearance with no surface defects. Surface shall be 
smooth and free of tool marks and ridges.

Procedures
Spray application with airless equipment. Surface is 
then back rolled to smooth high points and surface 
defects. Back rolling and hand tooling are required. 
Surface is then sanded smooth to eliminate orange 
peel texture. Material must be applied in a consistent 
manner with lighter coats. This will maintain the best 
possible finish prior to any secondary surface finishing.

Suggested Use
Areas where highest quality finish is desired.

LEVEL

3
LEVEL

4



12-46-1014-516

 GLOBAL MANUFACTURING PLANTS

GLOBAL REPRESENTATION
Coatings - Linings - Fireproofing

CARBOLINE COMPANY
GLOBAL HEADQUARTERS
2150 SCHUETZ ROAD
ST. LOUIS, MO 63146 USA
PH: +1-314-644-1000
WWW.CARBOLINE.COM

ARGENTINA – BUENOS AIRES
EINSTEIN 1095
PARQUE INDUSTRIAL OKS
GARÍN PROV. DE BUENOS 
AIRES, ARGENTINA
PHONE: 54-3327-44-2222
FAX: 54-3327-44-2223

AUSTRALIA – BRISBANE
7 PRODUCTION AVE
ERNEST JUNCTION
QUEENSLAND 4214
AUSTRALIA
PHONE: +61 7 3287 0222
FAX: +61 7 5594 9093

CANADA – ONTARIO
95 SUNRAY STREET
WHITBY, ONTARIO L1N9C9, 
CANADA
PHONE: 905-430-3333
FAX: 905-430-3056

CHINA – DALIAN
HOU SHI CUN, DA WEI JIA 
ZHEN
JIN ZHOU DISTRICT
DALIAN, CHINA 116110
PHONE: 86-411-8789-8441, 
8442, 8443, 8444
FAX: 86-411-8789-8445

INDIA – CHENNAI
NO. 356 & 357 SIDCO 
INDUSTRIAL ESTATE
AMBATTUR,  
CHENNAI 600 098
INDIA
PHONE: 91-22-28500321
FAX: 91-22-28500323

INDONESIA – JAKARTA
MENARA SATU, BULEVAR 
KELAPA GADING LA3 NO.1, 
7FL, SUITE 706.
KELAPA GADING PERMAI,
JAKARTA 1420
INDONESIA
PHONE: +62 21 29375692
PHONE: +62 21 29375693
FAX: +62 21 29375696

ITALY – ALGHERO
VIA MILANO 150
20093 COLOGNO MONZESE 
(MI), ITALY
PHONE: 3902-25 3751
FAX: 3902-25 37560

JAPAN – AMAGASAKI
TERAMOTO UNYU SOKO CO., 
LTD 17
MINAMIHATSUSHIMA-CHO, 
AMAGASAKI, 660-0833 JAPAN
PHONE: 81-3-3643-4501
FAX: 81-3-3643-2951

MALAYSIA – JOHOR
400 ORCHARD ROAD #06-15
ORCHARD TOWERS
SINGAPORE 238875
PHONE: 65-6235-6001
FAX: 65-6733-6525

NEW ZEALAND – TAURANGA
91-111 OROPI ROAD
GREERTON
TAURANGA
NEW ZEALAND
PHONE: +64 7 5411 221
FAX: +64 7 541 1310

NORWAY – LIERSTRANDA
P.O. BOX 593
3412 LIERSTRANDA, NORWAY
PHONE: 47-32-857300
FAX: 47-32-857301

PUERTO RICO – SAN LORENZO
URB. APONTE #5
SAN LORENZO, PUERTO RICO 
00754
PHONE: 787-736-4221
FAX: 787-736-53133

SAUDI ARABIA – DAMMAM
1ST INDUSTRY CITY, 28TH 
STREET
P.O. BOX 1050 
DAMMAM  31431, 
KINGDOM OF SAUDI ARABIA
PHONE: +966 3 847 3044
FAX: +966 3 847 3689

SOUTH AFRICA – 
JOHANNESBURG
8 CRESSET ROAD
MIDRAND INDUSTRIAL PARK
JOHANNESBURG,  
SOUTH AFRICA
PHONE: 27-11-2545500
FAX: 27-11-310-2872

SOUTH KOREA – BUSAN
43-1, JINYOUNG-RI
JINYOUNG-EUB
KIMHAE-CITY, 621-800
KYOUNGSANGNAMDO, KOREA
PHONE: 82-55-343-6441/5
FAX: 82-55-343-6414

THAILAND – BANGKOK
1/11 BANGCHAN INDUSTRIAL 
ESTATE
SOI-SERI-THAI 54, 
KANNAYAO, BANGKOK 10230
PHONE: +662 906 3042-3
FAX: +662 906 3044

TURKEY – BURSA
ALI OSMAN SONMES CAD. 
NO:4
BURSA, DOSAB 16369 TURKEY
PHONE: 90-224-261-0537

UAE – DUBAI
P.O. BOX 3034
DUBAI, UAE
PHONE: 971-4-347-0460
FAX: 971-4-347-0242

USA – DAYTON 
95 AIRPARK VISTA BLVD.
DAYTON, NV 89403
PHONE: 775-246-0760
FAX: 775-230-8859

USA – GREEN BAY
2122 ANGIE AVENUE, 
BUILDING 7, SECTION 2
GREEN BAY, WI 54302
PHONE: 920-437-6561 X4208
FAX: 920-469-0358

USA – LAKE CHARLES
2425 FRUGE STREET
LAKE CHARLES, LA 70601
PHONE: 337-205-8410
FAX: 337-439-5296

USA – LOUISA
321 DUKE ST.
LOUISA VA 23093 
PHONE: 540-967-5119
FAX: 540-967-5120

VENEZUELA – CARACAS
URBANIZACION INDUSTRIAL 
“EL TIGRE”
AVENIDA PRINCIPAL, GALPÓN “H”
VALENCIA EDO. CARABOBO
VENEZUELA
PHONE: 58-245-4000400
FAX: 58-245-5642011

VIETNAM – HO CHI MINH CITY
ROOM NO.63B,  
6 PHUNG KHAC KHOAN ST.,
DAKAO WARD, DISTRICT 1,
HO CHI MINH CITY, VIETNAM
PHONE: (84) 08-3822-7684


